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Overview & Objectives

Timeline Objectives
6/15/07 to 6/14/09 Confirm the high stability and
42% complete resistance of a PdCu trimetallic alloy
Budget to carbon and carbide formation and, in
$1497k ($1198k from DOE) addition, resistance to sulfur, halides,
and ammonia
Partners
Power+Energy

Develop a sulfur, halide, and
ammonia resistant alloy membrane
with a projected hydrogen permeance of
25 m3m-2atm-0-°h-1 at 400 °C and

Membrane separator fabrication
Metal Hydride Technologies
H, solubility measurements

Barr:(ers - capable of operating at pressures of
N Im“gjrili'ei 12.1 MPa (~120 atm, 1750 psia)
N. Hydrogen Selectivity
P. Flux N Construct and experimentally
e separator validate the performance of 0.1
»” Compressor == kg/day H, PdCu trimetallic alloy
Logistic 0.1 kg/day H, 2
T H%_' -99%H," membrane separators at feed
pressures of 2 MPa (290 psia) in the
N presence of H,S, NH,, and HCI
iy United Additional CO, H,, &
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DE-FC26-07NT43055 Project Status Scorecard

P+E & UTRC alloy separators can meet or exceed DOE targets

Metric 2010 DOE Target Current Project Status Notes
Flux rate 200-250 ft3ft-2h-1 = Alloy modeling predicts permeabilities
much greater than PdCu (fcc) alloys
= P+E alloy can exceed DOE target at
temperatures =>480°C
Impurity 20 ppmv Sulfur = P+E alloy tested subscale up to 200
tolerance CO/Coke tolerant hours at UTRC with no degradation
= P+E demonstrated 800 h operation with
100 ppmv H,S
= Plan to test with >40 ppmv H,S, HCI; and
10 ppmv NH,
Hydrogen 99.5% * P+E manufacturing design and
purity manufacturing ensures no leaks
= CO <1 ppm, S < 15 ppbv desired for fuel
cell applications
AP and T Up to 400 psi AP = Facilities & current separator design
operating 300-600 °C limited to 20 atm testing
capability
Cost 100-1000 $/ft? 137-600 $/ft? initial estimate = Based on initial estimate of $5/scfh H,
Durability 3 years 200 h (P+E alloy at UTRC) = P+E proven more than 2 years operation
* Planned demonstration up to 2000 h
7z United
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Milestone Schedule (DE-FC26-07NT43055)

Project is on track to meet milestones

Task
#

Project Milestone

Task Completion Date

Planned Start

Planned End

Percent
Complete

[

L

L h
"t e

Complete initial technical and economic mod-
eling.

Complete advanced membrane property simu-
lations by atomistic and thermodynamic mod-
eling calculations.

Complete the design and construction of mem-
brane separators using sulfur resistant palla-
dium alloy and membrane separators using Pd-
CuTM.

Complete hydrogen solubility tests using vari-
ous alloys for six-to-twelve separators, and pre-
dict hydrogen permeability performance.
Complete testing of "best of class" separators.
Complete evaluation of advanced PdCuTM
separator units.

Complete the revised technical and economic
modeling.

June 15. 2007

June 15. 2007

June 15. 20007

Mar. 15, 2008

Mar. 15, 2008
June 15, 2008

Dec. 1, 2008

Dec. 31, 2007

Dec. 31, 2007

May 30, 2008

June 30, 2008

Sep. 30, 2008
April 30, 2009

June 1. 2009

100%

100%
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L
=
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Technical Approach

sl
K
{9‘/ 0.
i@ae Z'Z
sap / /// ¢ 2.1 NN
wee /A/Z“’ Zz .2 9.4 8.6 0.8 1.0
e /)/:/‘,f,""v b MOLE_FRACTION H
: 608 1 fw‘/};"* + Pd-Cu-H Section T=303 K P=10° Pa
{ o Virtual
L -
o modeling
A" of phase
behavior &
properties

L ynited |
Technologies Research Center

Construction of
“best commercial”’ &
virtually developed
alloy separators

Low pressure
laboratory
screening:
quantify

performance

High pressure
=1 screening:
quantify
durability &
poison
resistance



Power+Energy Membrane Separators

Retentate/ Feed =Robust, scalable commercial
Raffinate /containing H, design

(Outlet) =Design minimizes external mass mm

transfer resistances

=Tubular design allows for Pl ael

Thermocouple membrane growth & leak free

Port _
H, Permeate sealing
=Ten (10) separators delivered by
P+E i
Five (5) with P+E PdCu alloy
Five (5) with UTRC alloy
*Two (2) additional separators to |
- | be delivered mid-year L
: High Capacity 1300 slpm
| Modular H, Purifier Systen
50 kWatt
100 Watt 500 Watt 16"x 4”
! :" F—S_” :(_Ifii"_I 6" x 0.75" m - —
iz United ’ “ — '
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Laboratory Screening Rig (<6 atm)

=Steam generator for H,O addition to gas
mixture

=Qperation from 1-6 atm (absolute)
*Furnace capable of temperatures 300-650 °C

=Capable of simulating different gas
compositions (CO, H,, CO,, N,) from cylinders
and house H,

= Addition of poisons from gas cylinders or water

supply

\| =Computer automated testing plans

Iy United
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Laboratory Screening Tests

Quantify separator permeability & effects of major gas species
Permeability

J = efr (P}'}'S _le}_s)

Pl !
Flux \_\/_/ ™
Permeance Hydrogen driving force
Effective Permeability Neglecting External Mass Transfer Resistance

aQo
I+ Kipi

Q& tft =

”QH;
I +Kcopco + Kco, pco, + Kn,opd,o0 + Ky, P,
Experimental Objectives

= Obtain separators’ permeability as a function of temperature with
pure H, (Q,)

= Quantify the effect of different non-poison gas species on H,
permeability

= Determine adsorption coefficients (K:) for each significant gas

. unites  SPECIES
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Pressurized Reformate Testing Rig (>10 atm)

Rig is under construction. Reformer capability enabled; fully operational May.

Emissions Cart
(Gas conditioning
& analysis)

Test area
(Reformer,
Furnace, Steam
Generation, &
Membrane)

Real-time Controls|\ =

& Data Acquisition

Process Controls
Cabinet

Iy United
Technologies

Research Center

Reformer Pd membrane
separator
o Compressor f—F=\
Logistic ™ ()—f | ¥———=—» 0.1 kg/day H,
Fuel == >99.9% H,

Additional CO, H,, &
poisons (e.g., H,S)

Test Configuration



High Pressure Tests on Real Reformate

Quantify separator durability & effects of poisons

Effective Permeability Neglecting External Mass Transfer Resistance

HQH}
| +Kcopco+Kco,pco, +Kg,opH,0 + Kn, PN, + Ki, s pHys + Kacipact + Kvas py,

Nl N /
N YT

Values from laboratory experiments Quantify during reformate
higher pressure tests

Qet‘f

Experimental Objectives

= Quantify effect of three poisons on separators’ H, permeability

= Operate separators off of “real” gas generated from diesel reformer
= Evaluate 500-h durability of separators

= Downselect best separator alloy for longer durability testing (2000 h)

ly United
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Hydrogen Flux/Permeability for Different Alloys

Commercial P+E alloy separator can satisfy DOE’s membrane requirements

o 50 :l rri l rTrrjprrri I rrrrjyrrri I rerrpririta l: 800 _I LI I rrrrprrri I rrrryprrnri I LILELLE L |_
(?Lf E UTRC PdCuTM alloy (prediction) E T 700 £ UTRG PdCuTM flux prediction, E
= 40E ; = o s ]
“ - Z < - 5
- : :  B600F E
e R : :
° - - : by x =
= 30 E_ P+E PdAg alloy _E “8 500 E P+E PdAg flux E
o = F O 400F =
x - - oL i -
é 20 E_ . : E 300 DOE Flux Targets iz
3 o P+E best commercial (current) = @ /S ____ =
5 P ] oA o | RS AN
= 10 ER-N: z
o " = IN 100 — ]
T : : = P+E PdCu flux :
0_""I""l""I""Il"'l""l"“- O_|||||||||I|||||||||I|||||||||]||||_
300 400 500 600 300 400 500 600
Temperature / °C Temperature / °C

* Modeling projections for UTRC PdCu ternary alloy satisfy DOE
flux targets at all operating temperatures

= P+E commercial PdCu alloy meets DOE targets above 480 °C
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Preliminary Effect of Major Gas Species on PdCu Separators

Gas species compete reversibly with H,; CO adsorption most domlnant

Preliminary fce permeability results

(.
Qe = Il + Kcopco + Kco, ﬁﬂcl;if-+ Ky,oPm.0 + KN, PN,
Qu, = ¢ t’p( 18.795 + 4.8187 (1 - 6?3;5 [‘)) =8.5x 107 "exp ( “E?GBJ
Keo = exp (I.—Ll.SBl +0.115) + EHF]:EK) — 1.08 X 10-8T
Kco,. = exp (I.—L3.134 + 0.223) + Enﬁ) =2.94x% 107°T
Ky, = -.t’,l?(i—l.B.ESlii].l.ll.ﬁl+fﬂﬁ) =1.94x 107°T
Kuo = exp (E—LS.G £0.156) + In——— [»;) = 1.84 x 107°T

= Single separator preliminary results based on 123 experiments
T=353 °C — 455 °C; P = 203 kPa — 620 kPa (29.4 — 89.9 psia)
Pure H, tests
Mixtures H,-N,, H,—-CO-H,0O, H,-CO,-H,0O, H,—H,0
= Weak temperature dependence on adsorption over experimental range
(=100 °C)
Heats of adsorption statistically insignificant
Linear temperature dependency describes data
= Model agreement within 5.2% on validation mixture composition
66.7% H,, 7.7% CO, 7.7% CO,, 7.7%H,0, 10.3% N

L United
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X-ray Diffraction Patterns of Alloy Tubes

Partial confirmation of modeling predictions on UTRC alloy
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UTRC alloy
bcce structure with trace of fcc phase, a=2.98971 A
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=Lattice parameters are within 1.7% of atomistic modeling predictions
*PdCu bcc phase formed in UTRC alloy as predicted
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Permeability of UTRC Alloy Separators Less Than Expected

Characterization indicates presence of binary alloy on surface

10 ] T 1 I I ] ] I 1 300 | L I 1 I I T I 1 I i
S I P+E-5123 = - -
C(LU_ I best commercial : _% 250 :_ ______________ _:
‘ch 8 UTRC'5129\ N q-Q' E DOE Flux Targets i
- - UTRGC-5130 1 & _ ]
£ - 10N - .
- I ;5 200p--------mmo--oo
1S 6 — O B T
°" I 8 - UTRC5128 flux <i flux ]
o ; 1 % 150F x 2
= . UTRC-5133 post treatment % 100k -
o) UTRC-5133 as received FPEAE _f’j 5 =
3 | PTTL A :
% 2 - e N 50 F UTRC-5133 flux post treatment .. <] 70um e
o Jh 1l = ST ]
IN 0 i 1 1 1 1 I 1 1 1 1 i 0 :- —l .LI-II--RC:I_51.I3‘3\ﬂllkIX aIS relcelvled 1 : EBSD phase map
350 400 450 350 400 450 ~ Green = PdG5; Red = PdCu
Temperature / °C Temperature / °C
= Electron Backscatter Diffraction (EBSD) on individual tube indicates
presence of binary Pd alloy covering surface of membrane
= Surface alloy layer 500 A — 700 A thick by microprobe analysis
= Heat treatments to desegregate/homogenize can improve membrane
i United

Technologies Research Center 14



Removal of Low Permeability Binary by Thermal Treatment

Homogenization/Desegregation work in progress

188@ | | | | 16_|||||||||||||||||||||||||||||||||||||||_
Fcc+G5Pd _ E
SBv0 - — _g E
Z o .
I:—>| ™~ ]
- 800 - B N : .
e ] - e
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o 5 u .
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= UTRC alloy contains 47 at% Pd, targeting B2 phase

= Surface binary alloy between Pd & G5 element exists at low and high temperatures
= Binary could be formed during initial melt or during separator construction

= Heat treatments & quenching improves performance

= Etching may be necessary to remove surface resistance
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Technologies

Research Center 1 5



Future Work

Focus on P+E alloy testing & UTRC alloy improvements

6/30 8/29 10/31 12/19
Complete Complete Complete Complete
5/30 M1, T2 M1, T4 M2, T2 M2, T4
Complete lab screening
of M1 & M2 separators
5/9 5/30 7/31 9/30 11/28
Complete Shakedown of Complete Complete Complete Complete
H|gh Pressure M1, T1 M1, T3 M2, T1 M2, T3

Reformate

Testing Rig
A A A A_>
Feb Mar Apr May Jun Jul Aug Sep Oct Nov Dec
Jan-08 Dec-08
= Each reformate test will nominally be 500 h
*Nomenclature

M1 = P+E alloy; M2 = UTRC alloy

T1: Reformate with baseline sulfur in fuel

T2: Reformate plus H,S (<100 ppm H,S)

T3: Reformate plus NH; (<15 ppm NH,)

T4: Reformate plus HCI (<100 ppm HCI)
=Follow-on tests (end 2008 to mid 2009)

Test with a reduced steam to carbon ratio for 500 h

iz United = 2000 h durability demonstration with poisons
Technologies Research Center
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Project Summary

Constructed ten (10) commercially manufactured separators for evaluation

Evaluated performance of first fcc PACu separator
Quantified effect of CO, CO,, N,, and H,O on H, permeability
Commercial unit can meet DOE flux targets for T>480 °C

Produced five (5) separators with UTRC ternary composition
Phase segregation occurred on outer surface of membrane
Work in progress to improve current separator performance

Opportunity to improve on UTRC alloy separator performance
Construction of two additional separators

Higher pressure experiments using poison-doped reformate to be
conducted this year

Quantify effect of H,S, HCI, and NH; on H, permeability

L United
Technologies Research Center
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